INDUSTRIAL DIESEL ENGINE
Kubota 07 Series (4-Cylinder)

55.4 kW @ 2600 rpm

Photograph may show non-standard equipment.
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Performance Curves

55.4 kW / 2600 rpm
Gross intermittent SAE J1995

=]

[=2]
o
1

\

\

e

=
=
5451
g /
3
240 |y
Sas| |/
5 35
30
25t 5
2408,
2305 £
22055,
2105
S
w

1200 1400 1600 1800 2000 2200 2400 2600
Engine speed [rpm]

Features and Benefits

Proven Reliability and Technology

The latest technology and strong performance-two things customers
expect from Kubota engines. We continue to provide both of these
through the pursuit of excellence in three key areas: emissions
compliance, progress towards fully electronic-controlled engines,
and flexibility in the products and services we provide to customers
worldwide.

Clean and Quiet Power

A common rail system has made it possible to optimize combustion
and create a more durable and quieter engine with higher fuel
efficiency. This engine model is available with Diesel Oxidation
Catalyst (DOC).

Emissions

Meeting rigid emissions regulations can be a challenge for any
company. Our Kubota 07 Series engines have been designed to
comply with stringent regulations: EPA / CARB Tier 4 + EU Stage
IIIB. In addition, innovative emissions solutions, such as the use
of aftertreatment units, have also been integrated into the 07 Series
engines.

Flexibility

Flexibility is a must when working with customers in different
countries who have different engine needs. Since Kubota 07 Series
engines have evolved along every step in meeting the requirements
of each EPA Tier, we are able to provide our customers worldwide
with engines certified for the appropriate emissions regulations. In
addition, we have designed aftertreatment units with minimum
impact for easy installation.

Trust

The Kubota 07 Series is the ideal solution for your company’s
global marketing strategy. We continuously strive to meet your
needs with the experience and expertise that is your due.

For Earth, For Life
Kyhotng



Engine Specifications L Dimensons |

Engine model V3307-CR-TI-E4B .
. . EPA/CARB Tier 4 + EU o °
Emission regulation Stage IIIB 7N o)
1 o
(©
. 0 0o
Type Vertical, water cooled oll o == g =
4-cycle diesel engine o o ofllie
o [0 Yox{0k=(0.0) o}
Cylinders 4 ‘
o |
, 94.0 x 120.0 -
Bore and stroke mm (in) (3.70 x 4.724) - LU
- ®
Displacement L (cu.in)  3.331 (203.3) O - ©
[¢) Q
Aspiration Turbocharged + Turbo e © O O
After Cooler D =6 % o
Aftertreatment DOC
- - i/
. kW (HP) /
1
Rated output / speed rpm 55.4 (74.3) / 2600 6 5 5 ( 2 5 ) 8 )
Maximum torque / speed ! ;“:g n(,"b'ft) 265.0 (195.5) / 1500 835 (32.9)
Combustion system Direct injection
Fuel system Common rail system ©
2 L
Length x Width x Height 2 mm (in) 655 x 555 x 730
(without aftertreatment unit) (25.8 x 21.9 x 28.7)
A q & —~
Length x Width x Height "3 mm (in) 835 x 555 x 744 ~ ™
(with aftertreatment unit) (32.9 x 21.9 x 29.3) . .
© o0 (@)]
Dry weight ¢ kg (Ibs) 295 (650) N Y
N—t
Specifications are subject to change without notice. o q—
DOC: Diesel Oxidation Catalyst <
Dimensions and dry weight are according to Kubota’s standard specification. ™
Dimensions and weight depend on completed specifications. N N~
*1: SAE J1995 gross intermittent
*2: Exclude cooling fan and exclude aftertreatment unit
*3: Exclude cooling fan and include aftertreatment unit on engine [¢] ® oY ©

555 (21.9)
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Kubota Corporation
Grand Green Osaka South Building Park Tower, 5-54 Ofukacho, Kita-ku, Osaka 530-0011, Japan

https://engine.kubota.com/en/ ASP-V3307-CR-TI-E4B2607-R2-8-238142



